Clays, hydrous aluminous phyllosilicates, have a significant impact on the interpretation of physical measurements and properties of porous media. In particular, the presence of paramagnetic and/or ferromagnetic ions like iron, nickel, and magnesium in clays can complicate the analysis of nuclear magnetic resonance (NMR) data for porous media characterization. This is due to the internal magnetic field gradient induced by the clay minerals. In this study, we aim to investigate the impact of clay content on spin−spin relaxation time (T 2 ), which is strongly influenced by the pore surface chemistry. Seven rock core plugs, characterized with variable clay content, were used for this purpose. The clay mineralogy and volume were determined by means of quantitative evaluation of minerals by scanning electron microscopy (QEMSCAN). The T 2 relaxation time was measured using a Carr−Purcell−Meiboom−Gill (CPMG) sequence with variable echo spacing (T E ). The maximum percentage difference in dominant T 2 values (MRDT 2 ) between shortest and longest echo spacing was subsequently correlated with clay content obtained from QEMSCAN. Our results show that the reduction in T 2 distribution with increasing echo time T E is more significant in samples characterized by higher clay contents. The MRDT 2 was found to be strongly correlated with clay content. An analytical equation is presented expressing MRDT 2 as a function of clay content providing a quick and non-destructive approach for clay content estimation. Moreover, the MRDT 2 −clay content relationship showed a nonlinear behavior: MRDT 2 increases drastically as the clay content increases up to 15%, beyond which the rate of MRDT 2 change with clay content diminishes. This behavior could be attributed to the clay distribution. At higher clay contents (above 15%), it is more likely for clay to form clusters (structural clays), which will not significantly increase the clay surface in contact with the pore fluid. Further, experimental data suggests that ignoring the impact of clay on internal magnetic gradients and T 2 signal may result in considerable underestimation of the actual pore size distribution.
■ INTRODUCTION
Identification and quantification of authigenic clay minerals, a group of hydrous aluminous phyllosilicates, are important components of sandstone reservoir characterization due to their significant impact on petrophysical and hydraulic properties like pore size distribution, acoustic velocity, permeability, capillary pressure, wettability, and water saturation. 1 Pore-filling clays like non-swelling kaolinite, Al 2 Si 2 O 5 (OH) 4 , or illite, (K,H 3 O)(Al,Mg,Fe) 2 (Si,Al) 4 O 10 [(OH) 2 ,(H 2 O)], and swelling type clays like smectites (e.g., montmorillonite, (Na,Ca) 0.33 (Al,Mg) 2 (Si 4 O 10 )(OH 2 )·nH 2 O, or willemseite, Ni 3 Si 4 O 10 (OH) 2 ·4H 2 O), are known to reduce both porosity and permeability. 2−4 It is worth mentioning that the previous chemical compositions of the clays are not standard, and clays can exist in different forms. 5 Conversely, chlorite, (Mg,Fe) 3 (Si,Al) 4 O 10 (OH) 2 · (Mg,Fe) 2 (OH) 2 , coating of siliciclastic grains can serve as a physical barrier retarding the quartz overgrowth allowing for anomalous porosity preservation in deeply buried sandstones. 2 Clays, or any particle of clay-like size 1 for that matter, aggravate capillary retention effectively exacerbating residual water saturation. 3, 4 For sandstone reservoir logging, in particular, accurate determination of the total clay content for tool response correction and, hence, improved interpreta-tion of, e.g., gamma-ray logs is crucial given the significant concentration of naturally occurring radioactive elements, like potassium, thorium, and uranium in shales. 4 Neutron porosity logs, sensitive to the amount of hydrogen present, tend to overestimate porosity by reason of clays, major constituents of shales, being able to store substantial amounts of surface bound water. 6, 7 With respect to both P-wave or compressional and shear wave velocity, several studies attributed a reduction in wave travel times to the presence of clay. 8−11 The chemical composition of clay minerals can have a significant impact on the nuclear magnetic resonance (NMR) signal response. 12−14 NMR-based technologies exploit the spin angular momentum associated with a proton to determine the time required for spins to return to equilibrium or "relax" after being perturbed by an oscillating magnetic field. 15, 16 The relaxation processes occur through bulk fluid diffusion and interaction with the surrounding solids comprising the porescale environment. 17−20 Thus, NMR measurements, either in the well bore or in the laboratory, can provide a useful insight into pore size, pore network complexity, and capillary bound water in porous media. 21−27 NMR relaxation parameters commonly exploited for investigations pertaining porous media are T 1 , the spin−lattice relaxation, or longitudinal time, and T 2 , referred to as the spin−spin or transverse relaxation time. 28 Understanding factors that control T 1 and T 2 relaxation time respectively is critical for meaningful interpretation of the NMR signal. NMR measurements are sensitive to the magnetic susceptibility difference between pore fluids and the solid along the pore surface that gives rise to inhomogeneity in the magnetic field, commonly referred to as the internal magnetic gradient. 6 As evidenced in the literature, 7, 29 the internal field can be influenced by paramagnetic and/or ferromagnetic ions like iron, nickel, and magnesium, common constituents of clay minerals. 29, 30 The presence of strong internal gradients adds to the complexity of NMR data interpretation. For example, clay coating of the pore space can induce internal field gradients leading to reduced T 2 relaxation rates. The reduction in T 2 time can, erroneously, be interpreted as a result of smaller pore sizes, 17,31−33 thus leading to an underestimation of NMR derived porosity. 34, 35 With increasing amounts of clay, the impact of the internal gradient on T 2 time readings is expected to escalate, fostering further reduction in NMR relaxation rates. Nevertheless, the exact relationship between reduced NMR relaxation time and clay content is yet to be elucidated. Specifically, it is not clear yet whether the correlation between NMR relaxation time reduction and clay volume follows a linear trend or needs to be described by a more complicated model. Shifts in NMR relaxation times due to strong internal gradients can be monitored in a lab setting by varying the time interval between oscillating magnetic pulses (i.e., echo time). 36 We hypothesize that a variation in clay minerals, giving rise to variations in internal gradient strength, might be captured through NMR measurements. Thus, a correlation between clay content and reduction of NMR relaxation times, once calibrated, may potentially provide a quick and non-destructive approach for the estimation of clay content percentage in porous media compared to traditional laboratory techniques, like XRD, that are both destructive (requires a powdered sample) and time-consuming.
The objective of this study is to investigate the relationship between clay content and reduction of NMR relaxation times based on seven rock samples with varying amounts and types of clay. The clay mineralogy and volume were determined by means of scanning electron microscopy (QEMSCAN). The T 2 relaxation time was measured using a Carr−Purcell− Meiboom−Gill (CPMG) sequence with variable echo spacing. The percentage change in dominant T 2 time values at shortest and longest echo spacing was subsequently correlated with clay content obtained from QEMSCAN. The conclusions of this study are of particular importance for interpretation of NMR signals derived from clay bearing porous media.
■ BACKGROUND
The resonance, precession, or Larmor frequency f (MHz), as a result of an externally applied magnetic field B 0 (Tesla), is described by Larmor's equation:
where γ is the gyromagnetic or magnetogyric ratio. This ratio is an atomic species-dependent value relating the molecule's magnetic moment to its angular momentum. Hydrogen, for example, has a ratio of 42.58 MHz/Tesla. 37 A radio frequency field applied at the Larmor frequency results in the transverse magnetization, M x, y , to decay exponentially with respect to time as follows:
In eq 2, T 2 is the transverse relaxation decay constant time, commonly given in seconds. For fluids in a porous medium, T 2 is a function of the molecular nature of the fluid and its interactions with the pore network structure. 38 The observable T 2 time is effectively reduced by molecular diffusion through inhomogeneous magnetic fields if the diffusion length is long and/or the magnetic field gradients are large. 39 Combining fluid properties, surface effects, and diffusion relaxation, the effective T 2 time observed for fluid in a porous media is described by 40
In eq 3, the three right-hand side (RHS) terms relate to bulk fluid relaxation characteristics, relaxation enhancement through pore-surface interactions, and relaxation through diffusion through the effect of an internal magnetic field, respectively. In the first RHS term, T 2, bulk refers to the characteristics of the bulk fluid where the decay of magnetization is governed by spin−spin interactions. 41 The middle term combines the surface relaxivity ρ 2 , describing the T 2 relaxation enhancement when spins interact with a particular surface, with S/V, the average surface-to-volume ratio of the pores. The last RHS term is the product of the diffusion coefficient D of the fluid, the gyromagnetic ratio γ of the nuclear spin (MHz/T), the internal magnetic field gradient strength g, and T E , the time between so-called Carr−Purcell−Meiboom−Gill (CPMG) refocusing pulses, a special sequence of radio frequency pulses applied to measure T 2 . 16 In practice, a CPMG sequence starts by subjecting the specimen under investigation to a constant magnetic field to develop initial magnetization in the z axis. Subsequently, a 90°f ocusing pulse (radio frequency field) is applied to the specimen to shift its molecules (spins) to the transverse plane (x,y). Next, a train of 180°refocusing pulses are applied. 42 Upon repeating the 180°pulse, the height of the various echoes is successively reduced due to of the dephasing process of the T 2 time. 16 It is evident from eq 3 that increasing T E amplifies the impact of the internal magnetic field gradient strength g on T 2 . For a given gradient strength, T 2 decreases as T E increases. A long echo time coupled with a high internal field gradient is known to significantly decrease the T 2 distribution. 43 Conversely, increasing T E will not significantly reduce T 2 if the internal gradient field is very low (low clay content) for the specimen under investigation.
For porous media, the internal gradient field is often attributed to the presence of paramagnetic and/or ferromagnetic ions, like iron, nickel, and magnesium, commonly found in clays. 41,44−46 Therefore, the percentage decrease in T 2 (due to T E increase) is expected to increase as the clay content increases. Hence, in this study, we test the hypothesis that any clay present in a porous medium is correlated with shifts in T 2 time. Clearly, a correlation would be convenient to estimate the clay content in a quick and non-destructive manner.
Notably, an increase in T E value is, in general, accompanied by a decline of D. 36 This effect is particularly noticeable in the presence of micropores. 26 Ultimately, however, the impact of the internal gradient on T 2 is more dominant compared to the effect of D in the presence of clay as evident from eq 3 where the term g has an exponent of 2 compared with an exponent of 1 for D.
Given that the applied magnetic field strength is proportional to the internal magnetic field gradient, rocks are primarily studied at low magnetic field strengths in the range of 0.05−0.5 Tesla. From an experimental point of view, substantial efforts are made to minimize the internal gradient effect. 19−21 Though there is evidence that the internal gradient for carbonate rocks is lower than the tool gradient and thus can be neglected due to the absence of paramagnetic materials, sandstone rocks potentially yield internal gradients greater than tool gradients due to the presence of clays. 37 According to eq 3, T 2 decreases as g increases even for the same pore size that is the same S/V. Consequently, neglecting the impact of clays on the T 2 measurement can lead to underestimation of pore size and permeability of sandstone, or any rock, that contains clay.
There is another NMR measurement, T 1 relaxation time, that is less sensitive to g and therefore can be used to obtain a more comprehensive understanding about the pore size distribution. 47 T 1 relaxation represents the time needed for the net magnetization vector to return to its equilibrium position along the z axis is characterized by the spin lattice relaxation time. 48 Thus, the T 1 relaxation time reflects the time required for the longitudinal magnetization, M z , and equilibrium magnetization, M 0 , to be reduced by a factor of e as indicated in eq 4. 48 Generally, in order to acquire the T 1 relaxation time, an inversion recovery (IR) pulse sequence is used. 48 The free induction decay (FID) is repeatedly measured at defined increasing time intervals between 180°and 90°of the radio frequency pulses. 37 Subsequently, T 1 is calculated by fitting the measured data to the following eq 4:
Several studies provided evidence that the T 1 relaxation time is not affected by the internal gradient through diffusion. 16, 17 Hence, the T 1 relaxation time is exploited when T 2 relaxation time experiments become inordinately affected by the presence of an internal gradient potentially resulting in an incorrect interpretation of porosity and saturation values. As shown in eq 5, the T 1 relaxation is inversely proportional to the bulk fluid density ρ 1 and surface to volume ratio relaxations S/V: 49
■ MATERIALS AND EXPERIMENTS Rock Core Sample Selection and Preparation. In this study, a total of three sandstone and one limestone rock samples with 4 inch length and 1.5 inch diameter were investigated. For each sandstone type, two sister plugs, labeled as 1 and 2, were used. A summary of the particular sandstone types and petrophysical parameters is provided in Table 1 .
Samples were cut into two core plugs, each with approximately 2.5 inches in length, and cleaned using the Soxhlet extraction method for a 24 h period to ensure complete removal of fluids residing inside the core samples. Subsequently, the plugs were dried at 70°C in a vacuum oven. Porosity and permeability measurements were performed using an automated permeameter−porosimeter (AP-608). Pore volumes were calculated based on Boyle's law, and Klinkenberg-corrected permeability was derived based on the pressure decay concept. 50 A summary of the porosity and permeability measurements is provided in Table 1 .
Scanning Electron Microscopy (SEM). For each sample, thin sections were analyzed using scanning electron microscopy (QEMSCAN), preceded by carbon coating using a Q150T Quorum EMS 150R ES, to provide a quantitative estimate of the minerals present. An operating X-ray beam voltage of 15 kV, with a beam current of 10 nA (±0.05 nA), was used to improve quantification of the mineralogical compositions of the samples. In particular, measurements were taken with a 5 μm point spacing in field picture scan mode on a region of 1 cm 2 . During the data processing stage, several frequently used preprocessors and filters, such as field stitch, granulator, and boundary phase processor, were applied. 51 Finally, a mass percentage for each mineral and every sample was calculated.
NMR Relaxation Experiments. Using an Oxford Instruments Core Analyzer Geospec2, operating at a 1 H Larmor frequency of 2 MHz (0.05 T), CPMG measurements were performed on cores saturated with a 10 wt % KCl brine solution. For each sample, a series of five CPMG pulse sequences with T E echo times of 0.1, 0.4, 0.8, 1.2, and 2 ms were conducted to measure the T 2 distribution at each T E . The core samples were wrapped with an NMR-silent material to prevent loss of saturation during the test. All measurements were conducted at room temperature. T 1 data sets were acquired based on 32 inversion recovery times with logarithmic spacing from 1 × 10 −4 to 10 s, a 10 s recycle delay, and eight repeat scans for signal averaging. Each experiment lasted about 58 min. Tikhonov regularization was employed to mitigate issues of multicollinearity, often encountered as a result from experimental noise during determination of distributions for T 1 and T 2 , respectively. 19 The choice of an optimal regularization smoothing parameter, efficiently balancing response fidelity with non-physical alternatives, was achieved by means of the generalized crossvalidation (GCV) method. 52 T 2 and T 1 measurements were completed for all seven samples. Subsequently, the percentage change in the dominant T 2 value due to increasing T E times from 0.1 to 2 ms is plotted against the clay content of the sample. The difference between T 2 and T 1 for each sample is further used to investigate the influence of clay amount and internal gradient on the interpretation of pore size distribution. Note that both T 2 and T 1 relaxation experiments were done with the same acquisition parameters in order to have a comparable results.
Internal Magnetic Field Determination. For an infinite medium with a uniform gradient the 1/T 2, peak dependence on T E is considered linear. 40 As noted above, the presence of molecular diffusion gives rise to an accelerated decay of the sequence of echo amplitudes yielding an inhomogeneous static magnetic field. The time constant of this additional, diffusion induced decay in a porous medium is, however, non-linear due to the restriction experienced by the molecules effectively reducing the diffusion coefficient of the fluid. For confined systems, like sedimentary rocks, the maximum displacement of the diffusing molecules is determined by the matrix's length scale rather than the time allowed for the molecules to propagate. This phenomenon, known as "anomalous diffusion", is a function of the diffusion time of the experiment and distinguishable by a lower diffusion coefficient compared to the coefficient of the bulk pore fluid. 53 From the slope of the line fitted to the first few points on a 1/T 2, peak versus T E 2 plot, the magnitude of the internal field gradient can be calculated. 45 Notably, the first couple of points fit well to a straight line, while points at greater T E 2 time deviate from it, indicative of restricted diffusion effects. 36 ■ RESULTS AND DISCUSSION Pore Scale Mineralogy. The Indiana limestone sample was found to be composed of 100% calcite. SEM analyses of the sandstone samples corroborated the presence of illite, smectite, kaolinite, and chlorite clay minerals. QEMSCAN mineral analysis confirmed quartz to be the main constituent for all sandstones ranging from a low of 47.9% for Bandera Brown to high of 84.8% in the case of Berea. In general, Kentucky and Bandera samples were found to have the highest total amount of clay constituents with chlorite and illite dominating the mix. Lesser amounts of clay were detected for the Berea specimen with illite and kaolinite being the most abundant minerals. A summary of the respective constituents of the sandstone samples is provided in Table 2 . Figures 1 and 2 show the mineral distribution field maps as determined by QEMSCAN for Berea 2 and Kentucky 2, respectively. Heavy minerals are identified as minerals with densities greater than 2.9 g/cm 3 .
Figure 3 provides exemplary SEM images of Berea and
Bandera sandstones, respectively. Both SEM scans give visual evidence of clays that present distinctive differences with respect to the quartz grain size, ≈100−200 μm for Berea and ≈50−100 μm for Bandera, as well as the amount and spatial distribution of the clay minerals are observed. Importantly, the SEM image on the left (Figure 3a ) qualitatively substantiates the QEMSCAN results for the Berea samples, which were found to have the lowest overall clay content of all samples. In the case of Berea, clays predominantly line the pore walls, whereas for the Bandera sample, clays tend to aggregate, in addition, in the center of the pores forming clusters.
Impact of Internal Gradient on T 2 Distribution. The CPMG sequences collected for different T E values formed the basis to calculate T 2 distributions for each sample. The data points were fitted to 128 linearly spaced T 2 values between 0.1 ms and 1 s applying the aforementioned Tikhonov regularization method. 52 The representative T 2 relaxation time, used for correlation with T E and internal gradient, was estimated from the dominant peak or mode of the T 2 distribution. 36 Figure 4 provides an overview of the T 2 distribution values obtained at 0.1, 0.4, 0.8, 1.2, and 2 ms echo times for all samples. For sandstone samples, T 2 shifts toward shorter time values when increasing T E is observed. This shift correlates with an increasing amount of clays present. Table 3 summarizes the T 2, peak values for all samples at minimum and maximum echo times used in this study. The maximum relative percentage difference in T 2, peak , MRDT 2 for short, was calculated based on eq 6. As mentioned above, we observe a greater shift in T 2 distribution, which is a larger maximum relative difference, for samples characterized by higher clay contents (see Figure 4 and Table 3) 
With respect to eq 3, an increase in clay content is expected to give rise to a greater internal gradient, g, consequently furthering reduction in T 2 as T E values increase. This is especially true for clays rich in iron, nickel, and magnesium, like chlorite and illite. In order to evaluate the average internal gradient of each sample, a straight line is fitted to the ostensibly linear part of the 1/T 2, peak versus T E 2 plot. 45 A linear relation between 1/ T 2, peak and T E 2 is evidence of free diffusion allowing to estimate g. 54 The calculated values of g for the respective samples, ranging from 60 to 478 G/cm, are listed in Table 3 . Values obtained are well in range with results reported for similar sandstones. 45 The calculated relative error values in Table 3 clearly show that the error in porosity increases as the induced internal gradient increases. When comparing the porosity calculated using the data at T E = 2 ms with that from T E = 0.1 ms, the error in porosity calculation can reach up to 33% in Bandera Brown 1 (high clay content sample). Average internal gradient values are higher for rock samples with higher clay contents as expected. In fact, these values are greater than the applied gradient of the NMR logging tool, which causes distortion for the magnetic field. Figure 5 summarizes 1/T 2, peak versus T E 2 plots for all specimens. The brine diffusion coefficient value used in the calculations, 2.37 × 10 −5 cm 2 /s, is obtained by means of pulsed magnetic field gradient (PFG) NMR. 55 It is observed that the slope of the fitted line, and thus g, is greater for Bandera Brown than Berea and Indiana limestone, indicating a higher internal gradient. Note that, in respect of eq 3, other factors like the saturating fluid, echo time, and gyromagnetic ratio are the same for all experiments.
A greater internal gradient implies a bigger susceptibility difference between the rock matrix and the saturating fluid. We propose that the variation in the slope and, consequently, the internal gradient value results from varying the clay content in the matrix; an increased slope value indicates the presence of higher amounts of clay in agreement with clay content values obtained by QEMSCAN analysis and is summarized in Table  2 .
Plotting the total clay content against the maximum relative difference in T 2 (MRDT 2 ) for echo times ranging from 0.1 to 2 ms, a strong correlation is observed as apparent in Figure 6 . Initially, an increase in the amount of clay yields an increase in MRDT 2 . Once the amount of clay present starts to exceed 15%, the associated response in MRDT 2 starts to become less significant, suggesting the existence of an upper limit for MRDT 2 .
We hypothesize that this observation may be explained by the spatial localization of the clays within the pore space. At Figure 5 . Plots of 1/T 2, peak versus T E 2 . Orange circles are indicative of the free diffusion system that can be utilized to delineate the average internal gradient g. Black circles represent the restricted diffusion regime in which molecules interact with the pore walls. Indiana limestone T 2 times did not change due to the absence of clay content. low concentrations, clays are found dispersed throughout the pore space lining the pore walls, as evident from the SEM image shown in Figure 3a , allowing for strong contact with the pore fluid. With increasing amounts of clay, aggregates in the form of structural clays, occupying not only the pore surface but also the entire matrix, appear as seen in Figure 3b , thus limiting the effective contact of clay with the pore fluid. Given that the pore space is finite, an upper limit for clay volume and thus MRDT 2 must exist.
The relationship between clay amount and MRDT 2 appears sigmoidal in nature. Hence, the logistic function is a pragmatic choice to model their dependency:
(1 e ) 91.51 (1 e ) b c 2 %clay 0.2249 %clay 2.775 (7) In eq 7, the coefficient a reflects the curves asymptotic maximum value, b relates to the growth rate, and c influences near which asymptote maximum growth occurs. The coefficient of determination, R 2 , is calculated to be 0.989.
Notably, our experimental results are in agreement with numerical studies 46 on 3D imaged rocks, which showed that structural clays have a weaker impact on the T 2 distributions. It is worth mentioning that the impact of dispersed clay on other important geophysical properties, like porosity and permeability, is more significant compared to that of the structural clays. 56 Although the Indiana limestone sample is free from clay, the small MRDT 2 value could be attributed to the increase in T E . Even for a very low g, there will be some decrease in T 2 due to increasing T E (as per eq 3) This decrease in T 2 can be explained by the impact of micropores through which diffusion will be restricted if sufficient T E was used. 57 That is, the echo time is long enough so that diffusion and relaxation will be impacted by the interaction with the pore surface, which will reduce T 2 slightly (Figure 3a ). Based on Figure 4a , it is very clear that diffusion in the Indiana limestone sample was free only in the first T E . As T E increases, D becomes restricted (especially due to the impact of micropores), and T 2 stabilizes. It is worth mentioning that the impact of internal gradient variation of T 2 due to T E increase is more significant than the impact of diffusion or micropores.
In eq 7 above, the y intercept (MRDT 2 at zero clay content) can be explained by the impact of restricted diffusion (due to micropores) as mentioned earlier. Equation 7 was produced based on data for different rock types, and the correlation coefficient is very high (0.986) as shown in Figure 6 . Therefore, eq 7 might potentially provide an approach to estimate the clay content using NMR measurement. Such an approach is quick and non-destructive compared to traditional laboratory techniques, such as XRD, that are destructive (requires powdered sample) and time-consuming. It is important to note however that the NMR approach proposed here can be only useful for the estimation of clay content percentage in porous media, and it does not provide information about the specific mineralogy.
In order to better understand the contribution of different clay minerals to the changes in MRDT 2 , the data shown in Figure 6 was replotted as a function of individual clay minerals (chlorite, illite, and kaolinite) instead of total clay content. Figure 7a shows the correlation between MRDT 2 and both the Kaolinite and Illite content, while Figure 7b displays the MRDT 2 −chlorite content relationship. Smectite was not included in this analysis due to its scarce occurrence in all samples (<0.5%). The good correlation (R 2 = 0.89) between MRDT 2 and chlorite content suggests that chlorite has the highest impact on internal NMR gradient and T 2 relaxation compared to the other clay minerals. This could be explained by the high content of ferromagnetic ions such as iron in chlorite. Illite comes second in terms of ferromagnetic ion content, and thus it shows a relatively good correlation (but lower than chlorite) with MRDT 2 , as shown in Figure 7 . On the other hand, kaolinite shows no correlation with MRDT 2 , suggesting a very minimal impact on T 2 relaxation. Such observation might be explained by the low ferromagnetic content in kaolinite and/or by the kaolinite distribution being more structural. The cross plots in Figure 7 can also be used to infer information about which clay type is covering the pore space more (i.e., dispersed distribution) and is in contact with the fluid. The strong correlation between chlorite and MRDT 2 as well as the drastic increase in MRDT 2 due to a small increase in chlorite content (especially at a low clay content; see Figure 3b ) suggest that chlorite is the dominant dispersed clay mineral covering the pore space in the studied samples. The results presented here show that clay content percentage may not be sufficient to understand the impact on the NMR signal. Knowledge about clay mineralogy and type (dispersed or structural) can be also crucial for accurate NMR interpretation. Therefore, clay mineralogy quantification in sandstone should be considered during the interpretation of NMR data.
Comparing T 1 and T 2 Relaxation Times. Due to the fact that T 1 relaxation is independent of internal gradient through diffusion, T 1 and T 2 distributions for the same sample were plotted to investigate the effect of internal gradient in the interpretation of pore size distribution. The T 2 distribution here is taken with an echo time equals 0.1 ms (least internal gradient impact).
It is clear from Figure 8 that the Bandera sample experienced a higher difference between T 1 and T 2 compared to the other samples. Such comparison gives an indication about the influence of the internal gradient in the interpretation of T 2 distribution for pore sizes. Higher clay contents lead to higher internal gradients and thus more significant discrepancy between T 1 and T 2 . The impact of clays in this case is to reduce the T 2 in comparison with T 1 due to the impact of clayinduced internal gradient that affects T 2 but not T 1 . The T 1 distribution can be seen as more representative of the pore size distribution, while T 2 can provide comparable results (similar T 2 peak values) only when the clay content and internal gradient are very low (Figure 8a ). When clays are present, the T 2 distribution will show lower values compared to T 1 distribution (Figure 8c,d) . This can lead to underestimation of pores sizes when T 2 measurements are used in clay-rich sandstone. Our results then suggest the need to account the effect of clay content and internal gradient when interpreting T 2 distribution for pore sizes. Shortening T E can reduce the impact clay-induced internal gradient but not in iron-rich clays. Therefore, it is recommended to use T 1 (which is not sensitive to induced internal gradients) to show how the relaxation distribution, reflecting the actual pore size, should look like.
■ CONCLUSIONS
In this study, we investigated the impact of clay content on the spin−spin (T 2 ) relaxation time. Seven core plugs, characterized with variable clay content, were used for this purpose. The T 2 distribution was measured for each sample at variable echo time T E , and the observed shift in T 2 distribution was correlated with clay content. Our results show that the reduction in T 2 distribution with increasing T E is more significant in samples characterized by higher clay contents. The maximum relative difference in peak T 2 (MRDT 2 ) was found to be strongly correlated with clay content. An empirical relation is presented expressing the change percentage in MRDT 2 as a function of clay content. Such an equation might provide a quick non-destructive approach for clay content evaluation. The MRDT 2 −clay content relationship showed nonlinear behavior: MRDT 2 increases drastically as the clay content increases up to 15%, beyond which the rate of MRDT 2 changes when the clay content is decreased. Such a behavior could be attributed to the clay distribution. At higher clay contents (above 15%), it is more likely that clay forms clusters (i.e., structural clays), which will not significantly impact the clay surface contact with the fluid. Moreover, the outcomes of this study suggest the importance of clay mineralogy quantification for accurate NMR interpretation. Due to its high ferromagnetic ion content, chlorite was found to have the highest impact on internal NMR gradient and T 2 relaxation compared to the other clay minerals such as kaolinite. Our analysis also showed that accounting for clay induced internal gradient is essential to perform accurate pore size distribution. A comparison with spin−lattice (T 1 )relaxation time showed that the discrepancy between T 1 and T 2 (acquired at sufficiently low T E ) is significant for samples characterized by high clay contents. In such a case, using the T 2 distribution would result in underestimation of actual pore sizes, which could be better represented by the measurements of T 1 relaxation distribution.
